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CERTIFICATION 
OF COMPLIANCE 

with IEC EN 61508:2010 

CERTIFICATE No.:  C–1912–SIL–168 
 

CERTIFICATE OWNER: 
 

MEDICAIR INDUSTRY Srl 
Via Stravazza, 3/5 
21040 Origgio (VA) – ITALY 

 

WE HEREWITH CONFIRM THAT THE ANALYSIS DEVELOPED 
BY GASTEC-VESTA, REPORTED IN THE DOCUMENT: 

Safety Manual for 

DISCHARGE VALVE ACTUATORS VM2 and VM3 
for fixed fire suppression systems 

 

Technical Data VM2 VM3 

Cylinder connecting thread: 2½”  3” 

Suppression agent: Halocarbon gas 

Permissible temperature range: -35°C to 60°C 

Max. working pressure: 125 bar 

Mounting position / Installation: any / open air 
 

HAS BEEN ASSESSED AND FOUND TO MEET THE SIL REQUIREMENTS DETAILED   
IN THE ANNEXED TABLE FOR THE SAFETY FUNCTION: 

“Correct switching on demand (closed to open) within the specified time, 
in low demand mode of operation” 

 
The above described document was found to meet the standard defined requirements 
of the safety levels detailed in the table T-1912-SIL-168 according to IEC EN 61508:2010 
Part 1 and 2 under fulfillment of the conditions listed in the 

 

Assessment Report No.: AR-1807-SIL-168 Rev.1   dated December, 6th 2018 
 

First issuing date: July, 6th 2018 Expiry date: July, 30th 2021 

 
NOTE: This certificate excludes any changes to manufacturer documentation after the date of issue of the certificate itself 
 

 
 
 
 

  Milan, 09.12.2019 
Dipl.-Ing. J. Moreno Ing. M. Sansone  

Technical Certifier TÜV Thüringen Italia Director  
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                      SUMMARY TABLE 

                        T–1912–SIL–168 

 
 

 
 

Product description  

and 

This certificate replaces the certificate No. C-1807-SIL-168. The bearer of the 
certificate notified to the certification body TÜV Thüringen the change of the 
corporate name. 
 
The configuration of the attested actuators, for both valve types, is composed of 
the components as shown in following table: 

  scope of attestation 
        Actuator components 

Discharge valve with pressure gauge 
Solenoid actuators 

Pneumatic actuator 
Manual / Pneumatic actuator 

Manual actuator 

        VM2                   VM3 

      ACVM2              ACVM3 
ACSOLA, ACSOLB 

ACATTPNVM 
ACHCATTMANPN 

ACATTMAN 

SIL Classification 
according to 

IEC EN 62508:2010 
(chapters 2, 4, 6, 7) 

E/EE/EP safety-related 
system (final element) 

DISCHARGE VALVE ASSEMBLIES for following halocarbon gas:  
HFC 227 ea, FK-5-1-12, NOVEC 1230 

System type Type A 

Configuration (1) Solenoid actuated valves 
ACSOL A 

Solenoid actuated valves 
ACSOL B 

Solenoid / Manual 
actuated valves 

Safety Function 
Definition 

Correct switching on demand (closed to open) in low demand mode of 
operation. After opening the valve shall be disassembled in order to 

reactivate the spring 

Max SIL 
SIL 2 with HFT = 0 single valve configuration 
SIL3 with HFT = 1 redundant configuration 

Additional 
requirements for the 

max SIL 
classification 

Checking equipment regularly. Execution of tests with time interval not higher 
than 12 months and Full Functional Proof Test with time interval not higher 

than 6 months 

λTOT 3,068E-06 2,708E-06 2,908E-06 

λS 1,089E-06 9,09E-07 1,009E-06 

λD 1,979E-06 1,799E-06 1,899E-06 

PFD (2) 8,7155E-03 7,9228E-03 8,3632E-03 

DC 0 
SFF < 60% 

MTTR < 24 h 
Hardware Safety 

Integrity 
Route 2H 

Systematic Safety 
Integrity 

Route 2S 

Remarks 
(1) Mounting position of actuators and accessories identified according to 6 schematic drawings. Configurations depicted in 

these drawings can be summarized in 4 different assemblies. The present examination does not consider assemblies 
comprising batteries of cylinders with pneumatic actuators because not comprehensively defined. 

(2) PFD of reference calculated on the basis of a Full Functional Proof Test with time interval reported in the line 
Additional requirements for the max SIL classification for HFT = 0 configuration. This time intervals are considered by 
TÜV as reasonably consistent with the implementation of the equipment for safety related-applications, with reference to 
the overall range of results shown in the report, where other possible combination of time intervals adequate for a 
classification up to SIL 2 are reported. Note that, concerning Full Proof Tests, time intervals for higher than 36 months 
are considered by TÜV as not adequate and consistent for equipment for safety related applications. 

 

 

 

Summary of results 

The assessment has been performed according to the requirement as per Part 2 – 
Annex D of the IEC 61508 edition 2010. 

All the necessary documentation used for the assessment is archived in 
electronically format. 

The equipment must be used only with specified environmental condition 
documented in the user manual. The compliance of the existing condition for an 
application with the specified condition must be checked during the 
commissioning. 

 

 


